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ULTRASEAL I-LP SPECIFICATIONS 

 

COMPOSITION: PVC-NITRILE BLEND WITH ADDITIVES FOR STRENGTH, 
ABRASION RESISTANCE, AND CHEMICAL RESISTANCE. 

 

DESCRIPTION: BLACK, 100% CLOSED CELL, RESILIENT WIPER SEAL 
APPROXIMATELY 13” WIDE BY 11/4” THICK AT CLAMP. 

 

WEIGHT: APPROXIMATELY 1 POUND/LIN. FT.  (1.5 kg/m) 

 

DENSITY: 7.0 TO 9.5 POUNDS/CUBIC FT.  (112 TO 152 kg/m3) 

CLASSIFICATION: ASTM D-1056 - 2B3 

 

25% COMPRESSION RESISTANCE: ASTM D-1056 - 9.0 – 13.0 PSI (0.63 – 0.91 kg/m3) 

50% COMPRESSION SET: ASTM D-1056 - 40% 

TENSILE STRENGTH: ASTM D-412 - 100 PSI min. (7.03 kg/cm2) 

 

ELONGATION: ASTM D-412 - 100% min. 

 
FLAMMABILITY: MVSS302 -------- Pass 

UL 94 ------------- Pass 

 

TEMPERATURE RESISTANCE: LOW: -40°F (-40°C) 180° BEND ON ½” MANDREL 

HIGH CONTINUOUS: 150°F ( 65.5°C) 

HIGH INTERMITTENT: 220°F (104.4°C) 

 

WEATHER RESISTANCE: EXPOSURE RACK - 180° BEND ON 2” MANDREL. 
NO CRACKS WITH 7X MAGNIFICATION. 

 

OZONE RESISTANCE: NO CRACKING AFTER 9 HRS. AT 50 PPHM, 40°C 

ASTM D-1149 

 

CHEMICAL RESISTANCE: CRUDE OIL, MANY PETROCHEMICALS, AND ALL 

PETROLEUM DISTILLATES UP TO 75% AROMATICS. 
PETROCHEMICALS WITH AROMATICS GREATER THAN 75%. 
RING STRUCTURE CHEMICALS, AND A FEW OTHER 
SOLVENTS ALL REQUIRE ULTRASEAL II. 


